HF-FR Jacket
A\/Po\y Shield

- B —————

Td Cu Braid | ~—— 025 +.003 PHYSICAL
(2) Drains, J Conductors: 30 AWG 7/38 Tinned Copper
Td Cu e Insulation: 006" HF=FR Polyolefin
AT AT
Laminate: Polyester /Adhesive
A Color Code: Ist Pair Red/White followed by
CROSS SECTION THRU FLAT Blue/White and Repeat
Drain: (2) 28 AWG 7/36 Tinned Copper
Shield: 001" Aluminum /Polyester
Cross: Section at Flot Braid: Tinned Copper, 85% Min Coverage
z Jacket: 030" Blue HF=FR Polyoelfin
Td Cu Braid \“h?\ Temperature: 80°C
i Al/Pol E\—\“ FLECTRICAL
Jacket oY ??\ s
Shield .
Impedance: 90 ohms
C Capacitance: TBD
—)
Current Rating: /5 A @ 10°C Rise Above Ambient
\ Insulation Res: 10" ohms — 10 ft minimum
Drains:  (2) 28 AWG 7/36, ?23;5>mm Values Measured Differentially
Tinned Copper :
Laminated Flat
APPROVALS:
UL Pending
Part Number Count Pairs A=Span B—Span Ref Dia (Nom EST.) Center — Center of Flats:
168-3099-988 50 25 1.251" Nom 1.225" Nom @ loose Pairs 0.315" 1000 £12,70 mm (39.37 +0.50") and Repeat.
@ Flat: 0.415”
Weight=77.5 Ibs per 1000 FT
Minimum Bend Radius: 3X's cable diameter, static bend
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